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DESCRIPTION AND USES 
 

Rust-Oleum Professional Cleaners Carpet Stain Remover & 
Deodorizer is engineered to reduce odors and remove tough 
stains, including dirt, grease, motor oil, mud, clay, urine, 
food spills and more. This professional strength, ready-to-
use formula helps protect and maintain the look and 
freshness of your carpet. 
 

PRODUCTS 
 

SKU DESCRIPTION  

352258 32 oz. Trigger Sprayer 

352253 1 gal. Bottle 

PRODUCT FEATURES 
 

• Effectively Removes The Toughest Stains 

• Helps Reduce Carpet Odors  

• Helps Protect and Maintain The Look And Freshness Of 
Carpet 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

PRODUCT APPLICATION 
 

READ ALL DIRECTIONS CAREFULLY BEFORE 
STARTING PROJECT 
 

NOTE Spot test on a hidden area first.  
 

DIRECTIONS 
 

1. Vacuum loose dirt from area to be cleaned. For wet spills, 
blot area with a clean, absorbent cloth.  
 

2. Apply to soiled area and allow to penetrate for one 
minute. 

 

3. Gently rub with a clean, absorbent cloth or towel. Rinse 

with a clean, damp cloth. Rinse with a clean, damp cloth. 
Repeat as needed.  

 

4. Allow to dry completely then vacuum prior to walking on 
cleaned carpet. For best results, use promptly after the spot 
occurs and do not over wet the carpet. 
 

NOTE: Some stains will cause permanent discoloration, 
even after cleaning.  
 

PREVENTION  
 

Wash hands thoroughly after handling. Wear protective 
gloves/protective clothing/eye protection/face protection.  
 

PHYSICAL PROPERTIES 

 CARPET STAIN REMOVER AND DEODORIZER 

Composition Proprietary blend of Biodegradable Surfactants, Detergents, Emulsifiers, and Fragrance 

Color Colorless 

Clarity Clear 

pH 12.5-13.5 

VOC 0% By Weight 

Odor Lemon 

Practical Coverage Varies with application type 

Shelf Life 7 years 

Flash Point >200°F (>93°C) 

Safety Information For additional information, see SDS 

 

 
 

 
 

The technical data and suggestions for use contained herein are correct to the best of our knowledge and offered in good faith. The 

statements of this literature do not constitute a warranty, express, or implied, as to the performance of these products. As conditions and use 

of our materials are beyond our control, we can guarantee these products only to conform to our standards of quality, and our liability, if any, 

will be limited to replacement of defective materials. All technical information is subject to change without notice. 

 


